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Amendments to the Claims 

The listing of claims will replace all prior versions, and listings of claims in the 
application. 

Claims 1-41 (cancelled). 

42. (currently amended) A device for pressurizing fluid, the device having an 
inlet end and an outlet end, the fluid exiting from the device at the outlet end and moving 
into a pressure chamber, the device comprising: 

a hollow piston having a piston axis, said hollow piston providing a path for fluid 
through the device; 

a closure member, wherein said hollow piston comprises a widened portion at an 
inlet end of said hollow piston and a remainder portion, said closure member coupled to 
said widened portion; 

a valve member located in the closure member having a valve axis, said valve 
member configured for axial movement wherein the valve axis remains parallel to the 
piston axis, said valve member movable between an open position and a closed position; 

a stop means for limiting axial movement of said valve member; and 

a sealing surface located in the closure member for sealing an inlet end of said 
valve member so that said valve member is sealed when in the closed position, wherein 
fluid flows through the device into the pressure chamber when said valve member is in 
the open position, and moving said valve member from the open position to the closed 
position pressurizes fluid in the pressure chamber.. ; and 
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a closur e m e mber, wherein said hollow piston comprises a widened portion at an 

inl e t e nd of said hollow piston and a r e maind e r portion, said closure m e mber coupled to 

said wid e n e d portion. 

43. (currently amended) A device according to claim 42, wherein said closure 
member defines a depression in which said valve member is mounted, said valve 
member being axially movable in said depressio n, and wherein said depression has a 
base that forms said sealing surface . 

44. (previously presented) A device according to claim 42, further comprising: 
a displacement body disposed within said remainder portion of said hollow 

piston, said displacement body defining a channel for fluid. 

45. (previously presented) A device according to claim 43, wherein said valve 
member defines a channel at an outlet end of said valve member to facilitate flow of fluid 
through the device when said valve member is in the open position. 



